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3F HD OC 3F Filippi
design Park Associati

La versione Optic Control (OC) di 
3F HD, il corpo illuminante in estruso 
di alluminio con sezione a H a 
emissione diretta e diretta/indiretta, 
è la soluzione proposta da 3F Filippi 
per l’illuminazione avanzata degli 
uffici. L’apparecchio utilizza ottiche da 
migliori performance in termini di bassa 
luminanza e uniformità di distribuzione 
luminosa. In finitura nera o bianca, 
presentano 500 lux sul piano lavoro 
e luminanza inferiore ai 2.500 ed/m2 
per gli angoli superiori ai 45°.

The 3F HD Optic Control (OC) version, 
the extruded aluminium H-section 
luminaire with direct and direct/indirect 
emission, is the 3F Filippi solution 
for advanced office lighting. The 
luminaire features optics with the best 
performance in terms of low luminance 
and uniform light distribution. Available 
in a black or white finish, it provides 
500 lux on the work surface and 
luminance under 2,500 ed/m2 for 
angles greater than 45°.

www.3f-filippi.it 

AN 140 3D, AN 160 3D, AN 180 3D Anselmi

Sistema Zero FerreroLegno

Tre cerniere con tre portate diverse. 
AN 140 3D è realizzata in zama 
e catalica e ha portata di 40 kg 
la coppia; il modello AN 160 3D, 
interamente in zama, porta 60 kg; 
AN 180 3D è prodotta in zama e 
acciaio e ha una portata di 80 kg. 
Differenti nei materiali, ma identici 
negli ingombri, i tre modelli permettono 
di realizzare ante di dimensioni 
standard, ante tutt’altezza, ante con 
rivestimenti applicati, senza cambiare 
le lavorazioni.

La linea di porte filomuro di 
FerreroLegno, Sistema Zero, è 
disponibile con il nuovo telaio Concept, 
caratterizzato da un elegante profilo 
in alluminio che fa da cornice all’anta 
e la valorizza. Il profilo è disponibile 
in alluminio ossidato naturale, 
verniciato bianco, nero, metallizzato 
vulcano, platino e grigio perla. Ampia 
la possibilità di personalizzazione 
combinando tali finiture con quelle 
dell’anta (natural touch, laccato 
opaco/lucido, ecorovere e trame).

Three hinge systems with three different 
load capacities. AN 140 3D is made 
of zamak and acetal and the pair of 
hinges has a load capacity of 40 kg. 
The AN 160 3D model, made entirely 
of zamak, has a load capacity 
60 kg, while the AN 180 3D is made 
of zamak and steel and has a load 
bearing capacity of 80 kg. The three 
models allow you to create standard 
size doors, full-height doors and 
doors with applied coverings, without 
changing the workmanship. 

The range of flush doors by 
FerreroLegno, Sistema Zero, is 
available with the new Concept 
frame, featuring an elegant aluminium 
profile that frames the door panel and 
enhances it. The profile is available in 
natural oxidised aluminium, varnished 
white, black, vulcanised metal, platinum 
and pearl grey. There is plenty of space 
for customisation, by combining these 
finishes with those of the door (natural 
touch, lacquered matt/glossy, eco-oak 
and trame (weft).

www.anselmisrl.it

www.ferrerolegno.com

Bond Pro Linea Light Group

www.linealight.com

Si integra con l’ambiente circostante 
Bond Pro, il nuovo bollard dalla 
presenza discreta ed elegante. La 
particolare conformazione della testa 
scherma completamente la sorgente 
luminosa assicurando comfort visivo. 
Il corpo in acciaio con verniciatura 
a polveri poliestere subisce un 
pretrattamento superficiale protettivo. 
La luce emessa, schermata da flangia 
con effetto cut-off totale, risalta la forma 
affusolata del corpo lampada e illumina 
circolarmente l’area sottostante.

Bond Pro, the new bollard with a 
discrete, elegant presence, integrates 
into the surrounding space. The special 
shape of the head completely screens 
the light source and ensures visual 
comfort. The stainless steel body with 
a polyester powder coating undergoes 
a protective surface pre-treatment. 
The light produced, screened by 
a flange with a total cut-off effect, 
highlights the slender shape of the body 
and produces a circular light around 
the area below. 

XXXIV design focus review
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